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�  TRANSFER OF VISCOUS AND 
HETEROGENEOUS PRODUCTS
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PCM EASYFEED
Transfer of viscous and heterogeneous products

TRANSFER

• Pressure: 10 bars [145psi]
• Flowrate: 30 m3/h [132 usgpm]
• Hopper internal dimensions: 260 x 150 mm, 

350 x 240 mm, 520 x 350 mm
• Particle size: max. 32 mm

The PCM EasyFeed progressive cavity pump (food 
grade version) with Moineau™ technology is ideal for 
transferring highly viscous, heterogeneous with or 
without particles, pasty or even sticky fluids.

This pump is specially adapted to the meat and the 
fruit & vegetable markets. It has been designed 
in compliance with food recommendations and 
requirements to avoid any retention areas and to 
facilitate cleaning. 

� TECHNICAL PERFORMANCE

 � EXAMPLES OF APPLICATIONS
•    Mechanically separated meat
• Fish emulsion
• Petfood preparation
• Fruit and vegetables: pea fibers, tomato concentrate, coproducts
• Beet pulp, molasses

• 6 models

� RANGE



4 5

TRANSFERTTRANSFER

VERSATILITY AND ROBUSTNESS
• Transfer of various products: heterogeneous or not, fluid or highly 

viscous, with or without particles, pasty, sticky, fatty...
• For viscosities up to 80 000cp and dryness levels of 30%
• Small pump footprint and and easy to integrate

DESIGN ENSURING FOOD CONTACT SUITABILITY
• Design avoiding any retention areas
• Parts in contact with the product are food grade certified (seals, 

elastomers, sheaths...)
• 316L stainless steel parts: external shotpeening,internal  

polishing for a roughness in line with food requirements

SIMPLIFIED MAINTENANCE
• Pump disassembly with clamp collars for immediate  

access to wear parts and easy clean out of place
• EcoMoineauTM patented rotor coupling system with 3 screws

 � PCM EASYFEED RANGE BENEFITS

BASEFRAME

HYDRAULIC ROTOR/

STATOR 

REINFORCED JOINTS

MECHANICAL 
SEAL

HOPPER
FEED SCREW

 � PCM EASYFEED PUMP CONSTRUCTION  � OPTIONS

• SMS/DIN11851/CLAMP  
fittings available as standard

• Food colorant injection ports 
(positioned on the feed barrel)

• Frequency inverter to extend the 
pump's flow range

• Hopper: other sizes  
available on request

• Stator mounted  
temperature sensor

• Pressure switch
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HOPPER
• Hopper with inner vertical walls for better fluid flow to the feed screw (design suitable for sticky  

products)
• 316L stainless steel construction, roughness Ra≤1.6µm, continuous welds according food  

requirements
• Conical shaped barrel to guide the fluid to the hydraulic (avoids accumulation and retention at the stator 

inlet)
• Tangential port (right or left side) for easy cleaning and complete body emptying

FEED SCREW
• Open-type feeding screw designed to the transfer constraints of sticky products
• Compact and robust joint; strong construction adapted to abrasive fluids

HYDRAULIC ROTOR/STATOR 
• 329L stainless steel duplex rotor to ensure better abrasion resistance
• Black food grade NBR stator for EU-1935/2004 and FDA compliance
• Moineau™ hydraulic system compatible with EcoMoineau™ C and Hycare™

SEALING
• Single mechanical seal with food grade o-rings, suitable for food contact
• Silicon carbide/silicon carbide seal for better abrasion resistance, spring not in contact with the product
• Quench on request (water lubricated or with NSF-H1 food grease in automatic device) for abrasive and/

or sweet products

BASEFRAME
• 304L stainless steel baseframe, adjustable feet on request
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 � REINFORCED JOINTS

Compact and robust articulation of 
smaller models

Articulation with EcoMoineauTM patented 
rotor coupling system for large displacement 
models

*except models 3 / 6 / 13EF12

6DRAINING / CLEANING
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 � DRAWING PCM EASYFEED 3EF12
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3EF12 TPE00615

Z = COTE MINIMUM POUR LE DEMONTAGE DU STATOR / Z = MINIMUM  DISTANCE FOR STATOR DISMANTLING
Z = MINIMALER PLATZBEDARD FÜR DEMONTAGE / Z = COTA MINIMA PARA EL DESMONTAJE DEL ESTATOR
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Z = COTE MINIMUM POUR LE DEMONTAGE DU STATOR / Z = MINIMUM  DISTANCE FOR STATOR DISMANTLING
Z = MINIMALER PLATZBEDARD FÜR DEMONTAGE / Z = COTA MINIMA PARA EL DESMONTAJE DEL ESTATOR

Z = 370 mm
Z = 14.57 Inches

RACCORD / CONNECTION DN1 & DN2
Norm. DN1 DN2 A B C D

DIN 11851 DN40 DN40 650 78.5 31.2 6
CLAMP ISO 2852 DN40 DN40 654 82.5 27 6

SMS 1145 DN38 DN38 640 68.5 31.8 6.4
Flange EN 1092-1 DN40 DN40 656 84.5 27 6
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Approximate dimensions only. Not for construction !Les cotes sont données à titre indicatif et ne peuvent en aucun cas engager la responsabilité du constructeur !

:

GENERAL ARRANGEMENT DRAWING
PLANO DE CONJUNTO

PLAN D'IMPLANTATION
MAßZEICHNUNG

PCM TECHNOLOGIES SAS Rue René Moineau
49 123 Champtocé/Loire - FRANCE
Phone : +33 1 77 68 31 00
Fax : +33 1 77 68 31 35
Email : contact@pcm.eu
www.pcm.eu

08/021/2021

08/02/2021M.VETTORE

P.SCRIBE

AN° :

 Dessiné par / Designed by :

 Vérifié par / Checked by :

Rev.
1 / 1
Folio

 Révisé par / Revised by : - -

6EF12 TPE00616

Z = COTE MINIMUM POUR LE DEMONTAGE DU STATOR / Z = MINIMUM  DISTANCE FOR STATOR DISMANTLING
Z = MINIMALER PLATZBEDARD FÜR DEMONTAGE / Z = COTA MINIMA PARA EL DESMONTAJE DEL ESTATOR

Z = 370 mm
Z = 14.57 Inches

RACCORD / CONNECTION DN1 & DN2
Norm. DN1 DN2 A B C D

DIN 11851 DN40 DN40 650 78.5 31.2 6
CLAMP ISO 2852 DN40 DN40 654 82.5 27 6

SMS 1145 DN38 DN38 640 68.5 31.8 6.4
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Z = COTE MINIMUM POUR LE DEMONTAGE DU STATOR / Z = MINIMUM  DISTANCE FOR STATOR DISMANTLING
Z = MINIMALER PLATZBEDARD FÜR DEMONTAGE / Z = COTA MINIMA PARA EL DESMONTAJE DEL ESTATOR
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Z = 21.26 Inches

RACCORD / CONNECTION DN1 & DN2
Norm. DN1 DN2 A B C D

DIN 11851 DN65 DN50 780 42 31.2 0
CLAMP ISO 2852 DN63.5 DN51 780 42 27 0

SMS 1145 DN63 DN51 806 68 25.5 6.35
Flange EN 1092-1 DN65 DN50 780 42 27 0
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Z = COTE MINIMUM POUR LE DEMONTAGE DU STATOR / Z = MINIMUM  DISTANCE FOR STATOR DISMANTLING
Z = MINIMALER PLATZBEDARD FÜR DEMONTAGE / Z = COTA MINIMA PARA EL DESMONTAJE DEL ESTATOR

Z = 540 mm
Z = 21.26 Inches

RACCORD / CONNECTION DN1 & DN2
Norm. DN1 DN2 A B C D

DIN 11851 DN65 DN50 780 42 31.2 0
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SMS 1145 DN63 DN51 806 68 25.5 6.35
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Z = MINIMALER PLATZBEDARD FÜR DEMONTAGE / Z = COTA MINIMA PARA EL DESMONTAJE DEL ESTATOR

Z = 700 mm
Z = 27.56 Inches

RACCORD / CONNECTION DN1 & DN2
Norm. DN1 DN2 A B C D

DIN 11851 DN80 DN80 1180 76 26.2 8.3
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Flange EN 1092-1 DN80 DN80 1172 68 32.6 0

Rinçage Pos.7
Rinsing Pos.7

Rinçage Pos.1
Rinsing Pos.1

60
2.36

560
22.05

560
22.05

560
22.05

1800
70.87

30
0

11
.8

1

35
0

13
.7

8

O
13
0.51

8 x

A
348
13.70 77

3.02

B

2 x G1/8

DN1

DN2

Z

456
17.97
350
13.78

24
0

9.
46

34
6

13
.6

4

179
7.05 Max.

22
2

8.
74

13
2

5.
20

D

166
6.54

A

DETAIL A

25
0.98

135
5.33

135
5.33

135
5.33 25 0.

98
14

8
5.

84
14

8
5.

84

O
13
0.51

10 x

Masse Max. :  155 Kgs
Max. Weight : 341.72 Lbs

574
22.60 Max.

720
28.36

C

166
6.54

C

POMPE - PUMP
PUMPE - BOMBA

Diffusion ou reproduction interdite sans autorisation. / No copy or diffusion unless authorized.

Las cotas se indican a titulo orientativo y no son en nigun cas responsabilidad del constructor !Technische Änderungen vorbehalten !

Approximate dimensions only. Not for construction !Les cotes sont données à titre indicatif et ne peuvent en aucun cas engager la responsabilité du constructeur !

:

GENERAL ARRANGEMENT DRAWING
PLANO DE CONJUNTO

PLAN D'IMPLANTATION
MAßZEICHNUNG

PCM TECHNOLOGIES SAS Rue René Moineau
49 123 Champtocé/Loire - FRANCE
Phone : +33 1 77 68 31 00
Fax : +33 1 77 68 31 35
Email : contact@pcm.eu
www.pcm.eu

08/02/2021

28/06/2021M.VETTORE

P.SCRIBE

BN° :

 Dessiné par / Designed by :

 Vérifié par / Checked by :

Rev.
1 / 1
Folio

 Révisé par / Revised by : P.SCRIBE 28/06/2021

25EF12 TPE00618

Z = COTE MINIMUM POUR LE DEMONTAGE DU STATOR / Z = MINIMUM  DISTANCE FOR STATOR DISMANTLING
Z = MINIMALER PLATZBEDARD FÜR DEMONTAGE / Z = COTA MINIMA PARA EL DESMONTAJE DEL ESTATOR

Z = 700 mm
Z = 27.56 Inches

RACCORD / CONNECTION DN1 & DN2
Norm. DN1 DN2 A B C D
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